
This is a high coverage
WB sealer used in
furniture, cabinets and
a wide variety of wood
finishing processes. 

Advantages:

High coverage and build

Easy sanding

Good spreading

Gloss: N/A

Volume solids: 38,49 ± 2%

Weight solids : 47,373 ± 2%

Specific Gravity: 1,210 ± 0,020 
g/cm³

Viscosity (25°C): 50 ± 5 seconds
# Ford Cup 8

VOC: 14,96 g / L

Lbs VOC / Lbs Solids: 0,03

Lbs VHAPs / Lbs Solids : 0

Recommended film thickness:

- 1 or 2 coats of 4 wet mills

Drying (20°C, RH 45 – 65%):

-Dust free: 45 minutes

-To touch: 60 minutes

-Stackable: 4 hours

- To sand: 4 hours

- Overcoating: 8 hours

Forced Drying:

- Flash off: 25°C – 10 minutes

- Forced air: 40°C – 60 minutes

-Cooling: 20°C  - 5 minutes

-Stackable:  1,5 hours

- To sand:  1,5 hours

- Overcoating: 2 hours

Shelf life: 1 year (unopened)
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Wood (interior only):

The surface must be clean and dry. 
Substrate must be free of grease, 
oil, dirt, fingerprints and any
contamination to ensure optimum
adhesion and coating performance 
properties. Moisture content of wood
should be 6 to 8%. 

Testing:

Due to the wide variety of
substrates, surface preparation
methods and environments, the
complete system must be tested for 
adhesion and compatibility prior to 
full scale application.      

Finishing System:

Sealer: sand the substrate and
apply the sealer YL 1150 02. Let it 
air dry or forced drying according to 
indication. Sand with 320 – 400 grit
paper, remove the dust. For greater
build apply a second coat. Let it dry
and sand according to previous
indication.

If desired apply an indicated WB 
topcoat.

Note: for further informations
consult our technical department

YL 1150 02
White WB Sealer



Conventional Spray:

Air pressure: 3 to 4 bar 

Fluid pressure: 

Tip: 2 to 2,2

Airmix:
Air pressure: 0 to 2 bar
Fluid pressure:
Tip: 11

Airless:
Air pressure: --
Fluid pressure:
Tip: 11

Note: To obtain the maximum
coverage do not dilute with water, 
change the equipment conditions
to achieve better product
atomization. 

The use of preatomization and
heating the product to 30 - 40°C 
can guarantee the application
performance all over the year. 

Cleanup: Clean tools / equipment
immediately after use with water.

Product Limitations:

- For interior use only

- Mix well before using. Avoid
vigorous agitation which may
cause bubling or foaming

- Product must be kept in places
with temperatures between 5 and
35°C. 

- Product and ambient
temperatures must be above 15°C 
for application. Film properties
obtained below this temperature as 
chemical and mechanical
resistance will be inferior than
obtained at the standard situation.

- Coating left over must be
disposed according to local 
regulations. Never dispose
residues directly into drains.

- Check product label for safety
and cautions informations prior 
using this product.

- The Material Safety Data 
Sheet is available at our site.
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